
 

Under The Hood Storage Box or Compressor kit install instructions 

Note these both install in the same manner. 

 

1) Remove Hood of your RZR 

2) Remove the 4 factory bolts they are Highlighted with red arrows 

3) Note the purple arrow is pointing to the radiator line and the white arrows are pointing to the 

two wiring harnesses these will be moved in the next step 

 



 
1) Run the radiator line, two wiring harnesses under the mounting bracket. 

2) Use the four Zip ties that were supplied to hold the radiator line and two wire harnesses 

under the mounting brackets and along the frame, just as shown in the picture 

3) Note the four red arrows are pointing to the zip ties, the purple arrow is pointing to the 

radiator line and the two with arrows are pointing to the wire harnesses. 

 

 

 

 

1) Place the storage box on directly on top. 

2) Install the four factory bolts. 



3) Note it can be a little difficult lining up the bolts with the mounting brackets, because the box 

covers the area. I found it easier to push up on the bracket with your hand from under the box, 

and push down on the box from the top while inserting the factory bolts.  If you wish to use 

longer bolts to make this easier ( but not necessary )  you can use a 6mm x 1 x 30mm 

 

 

If you are installing just the box this step is not needed but if you are installing the compressor kit this is 

the last step. 

Make Sure you disconnect the battery cables before you start this step !! 

1) You can run the power wires for the compressor however you chose. I have had some customer 

drill a hole in the box to run the wires through. I chose to run them just like the picture.  

2) You have two hot power supplies ( a constant power and one that is only on when the ignition 

key is turned on ) and one ground supply on your back panel. The red arrow in picture is on the 

constant power supply with I chose to use. If you use this you need to make sure there you are 

getting power to the supply from the battery. The white arrow is pointing to the ground supply. 

Apply the power and ground supply and tighten with the nut on the supply bolt. 

3) Reconnect the battery cables 

 

 


